Capacitor Contactors

Metasol Capacitor Contactors 3 Poles
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Description

Capacitor Unit { bypass pre-loading resistors ) is
connected to the tarminals of the contactor 1o bypass

high inrush current of capacitors, sxceading up to 20xI,.

— AL or DC control coll {optinal)
— 3-pole {NGQ) main contacts

— Finger proof design

= DIN rall or screw mountable

— IEC80347-4-1 AL Bb

|am" %

Slep 03,5 JATAS S Sina glizaylia Juld 4, LS anly
(ol Ol il ¥ o IF Bl B ) sdilypn (JI0R agly] papamn
c 33,5 e Jusda IS el glyfige 5 &

(uatl) « (D) gt ol sor b (AC) saslize g s oot aslala —
(NO 3l gesle cllar s b o Jg ¥ (plool plgaFlas —

Cmnd U lad B b ) gl el le (glils —
gt Jus g g1 pal Jl =

IEC 60547-4-1 AC 6b & LW tygp 350a0tsaal by Gollen —

Rating
Type Msximum cperating power {kvar) Mace. Pauk Capaniiny
220 ~ 2407 400 ~ 440V 500 ~ BEOY currant (A} unh typs
MC-Ba/9h 5 a7 14 560 AC-2
MC-12a/12b 67 125 19 560 AG-%
MC-18a/18b 85 16.7 24 850 AC-9
MC-22b 10 18 28 1250 AC-2
MC-32a 16 25 36 1800 AG-2
MC- 402 20 333 48 2160 AC-9
MG-50a 20 40 54 2180 AG-50
MC-B5a 2% 45.7 68 3040 AC-50
MC-754 2.7 54 ] 304¢ AC-B0
MC-Bsa 3 &0 92 3040 AG-50
Uu}r MC-100a a7 62 8 3040 AC-50
Note) - Wian tha smwitah b olesed acndansr must ba disohargad harione reoharged. (ueedmum raskdual vohiage Bt tammingds << S0V)
- T provent short cuEment, s typa Jse MURt ba 1.5~2 Smes than resed asment.
- A-50) 1y Inclucling sotsew ype ard g typa
Coll voltage

50 Hz | 24,32, 42, 48, 80, 100, 110, 220, 230, 240, 380, 400, 500, 550V

AC | B0Hz | 24, 48, 100, 110, 120, 200, 208, 220, 230, 240, 277, 380, 4840, 00V

50760 Hz | 24, 48, 100, 110, 120, 200, 220, 230, 240, 38¢, 415, 444, 600, BoOY

Dc_

12, 20, 24, 48, 80, 80, 100, 110, 125, 200, 220, 250V

These capacitive contactors are suitable for switching single-

step or muRtiple-step condenser bank.

It is standardized by IEC-60947-4941, UL and CSA.

Features of capacitor unit{Pre-loading resistor)

- Damping rasister that can limit the inrush current upto 80 XIn
is conhected to the mechanistm that closed eatrlier than the Unit

main contact of the contactor
- No heat loss by the serial resistor
= Eliminats the switching surge

-Impraving the psrformance of the capacitor system
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Description

Capacitor Unit ( bypass pre-loading resistors } is
connected to the terminals of the contactor to bypass

high inrush current of capaciters, exceading up to 20x1y.

12

AC or DG contral coil (optinal}
3-pols {NG) main contacts
Finger praof design

DIN rall or serew mountable
1IEC 60947-4 -1 AG 6b
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IEC 60947-4-1 AC 6b & GWall g 2 laitiunl s Golla —

Rating
Type b e e e T Max. Peak Capacitor
220 - 240V 400 ~ 440V 50D - 550V current (A} unit type
MC-9a/9b 5 a7 14 b0 AC-g
ME-12a/12b BT 125 18 5E0 AG-9
MC-18af18b 85 16.7 24 B50 AC-§
MC-22b 10 18 28 1250 AC-3
MC-32a 15 25 36 1900 AC-9
MC- 402 20 313 a8 2150 AC-8
MC-50a 20 44 58 2160 AC-50
MG-85a 25 45.7 &6 aon4o AC-6D
MC-75a 297 54 78 2040 AG-50
MC-85a as &l B2 3040 AC-60
MG-100a ar 62 84 ando AG-80

Nots) - Whan Ine Ewiteh |5 cosad condensar must ba dischargad bafors rachargad, (Maximum razidual voitags at teeminals = 50V}
- To pravart sharl currant, 3G type fuze must be 1.5~2 timas han rated cumeat.

= AC-50 Ix Induding sonsv typa and |ug byps.

Coil voltage

50 Hz

24, 32, 42, 48, B0, 100, 110, 220 , 230, 240, 380, 400, 500, B50V

AC| BDHz

24, 48, 100, 110, 120, 200, 208, 220, 230, 240, 277, 380, 4680, 600V

S0/80 Hz | 24, 48, 100, 110, 120, 200, 220, 234, 240, 380, 415, 440, 504, 550V

ocl  —

12, 20, 24, 48, 60, 80, 100, 110, 125, 200, 220, 250V

These capacitive contactors are suitable for switching single-

step or multiple-step condenser bank.

It is standardized by |IEC-80947-4941, UL and CSA.

Features of capacitor unit(Pre-loading resistor}

- Damping resister that can limit the inrush current upto 60 xIn
is connecled 1o the mechanism that closed earlier than the
main contact of the contactor

- No heat loss by the serial resistor

- Eliminate the switching surge

-Improving the performance of the capacitor system
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